% TECHNOLOGY FOR SLAUGHTERHOUSES, CUTTING ROOMS AND
MECANOVA MEAT MANUFACTURES

M111870
HOCK & HORN CUTTER, HYDRAULIC HC-7

Description

e A powerful and fast scissor type horn and
hock cutter for plants where the same tool
can be used for both operations.

e large 5 inch opening to cut all size legs
with hide on or off and also large horns.

e Dual trigger for safety
e  Stainless steeel construction

e Easy to handle and maintain (sterilizer not
included)

Technical Data:

Direve: Hydraulic
Cutting cycle time: 2,5 seconds.
Air Pressure: 90 psi (6 bar)
Weight: 24,5 kg (54 Lbs)
Blade Opening: 5" (127 mm)
Control Handle Type: Dual Trigger / Air anti Tie Down optional
Power Unit:

o Motor: 7460 Watt (10 HP)
(208 V — 550 V, 50/60Hz, Trifasico)
Hydraulic Pressure: 138 bar (2.000 psi)
Oil Capacity: 15 Galones
Flow: 7,5 GPM
Dimensions: 915 x 585 x 686mm. (L x Ax h)
Weight (Without oil): 105 Kgs (230 Lbs)

O 0O O O O

MECANOVA

DESCRIPTIONS AND TECHNICAL SPECIFICATIONS ra, Toledo-Avila, km. 21,2, 45524 Rielves TOLEDO

www.mecanova.eS




% TECHNOLOGY FOR SLAUGHTERHOUSES, CUTTING ROOMS AND
MECANOVA MEAT MANUFACTURES

MECANOVA

DESCRIPTIONS AND TECHNICAL SPECIFICATIONS 2. Toledo-Avila, km. 21,2, 45524 Rielves TOLEDO

www.mecanova.eS




